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= YUCHIP - Beltéri P2.5 LED-poszter mUszaki adatlap

Tipus: P2.5

Kabinet mérete: 0.570 x 1.920 x 0.33 méter

Kabinet anyaga: Aluminium

Szerelhet8ség maddja: ElSIrél szerelhetd

LED tipusa: SMD1515 (Nationstar)

LED-kb6zéppont tavolsaga: 2.5 milliméter

Pixelszam: 224 x 756 pixel

Fényeré: 800 Nits

Optimadlis rdalatasi tavolsag: >2.5 méter

Optimadlis betekintési szdg: Horizontdlisan 160 fok / vertikdlisan 160 fok
MUkédési hdmérséklet tartomany: -30 °C - +60 °C -ig.
MUkédési paratartalom tartomany: 0% - 90%-ig.

Frissitési rata: >3840 Hz

Vezérléshez szUkséges eszkdz: Windows vagy macOS alapu asztali vagy hordozhatd szdmitdgép;

iOS vagy Android rendszer( okos telefon

Vezérlés modja: USB disk, WIFI, Ethernet kdbel, 4G mobilhdlézat (opciondlis)
LED-vezérlé kartya tipusa: NOVA System

Energia igény: 230V/50Hz

Atlagos energiafelhaszndlds: 310 W/nm

Maximadlis energiafelhaszndlds: 700 W/nm

Kabinet Témege: 28 Kg

IP védettség: IP43 (nem vizdlld)

- sorolhaté (tobb eszkdz egy kijelzéként kezelhetd); TB3 — nem sorolhaté
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22 YUCHIP - Indoor P2.5 LED poster technical data sheet

Type: P2.5

Cabinet size: 0.570 x 1.920 x 0.33 metre
Cabinet material: Aluminium
Mounting method: Can be mounted from the front
LED type: SMD1515 (Nationstar)
Pixel pitch: 2.5 millimetres
Pixel count: 224 x 756 pixel
Brightness: 800 Nits
Optimal viewing distance: >2.5 metres
Optimal viewing angle: 160 degrees horizontally / 160 degrees vertically
Operating temperature range: -30°C - +60°C
Operating humidity range: O % - 90 %
Refresh rate: >3840Hz
Required control device: Windows- or macOS-based desktop or laptop;
iOS- or Android-based smartphone
Control method: USB disk, WIFI, Ethernet cable, 4G mobile network (optional)
LED controller card type: NOVA System
Energy requirement: 230V/50Hz
Average energy consumption: 310 W/nm
Maximum energy consumption: 700 W/nm
Cabinet weight: 28 kg
IP protection: IP43 (not water-resistant)
- can be set in series (several devices can be controlled as a single display); TB3 -

cannot be set in series
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B3 YUCHIP - Fisd tehnic& poster LED P2.5 interior

Tip: P2.5
Dimensiuni carcasd: 0.570 x 1.920 x 0.33 metri
Material carcasd: Aluminiu
Montare: Frontald
Tip LED: SMD1515 (Nationstar)
Distanta centrald a LED-urilor: 2.5 milimetri
Numdr pixeli: 224 x 756 pixel
Luminozitate: 800 niti
Distanta optima de vizualizare: >2.5 metri
Unghi optim de vizualizare: Orizontal 160 grade / vertical 160 grade
Interval temperaturd de functionare: -30 °C - +60 °C.
Interval de umiditate pentru functionare: 0% - 90%.
Rata de reincdrcare: >3840 Hz
Dispozitiv de control: Laptop sau PC cu sistem de operare Windows sau macQOS;
telefon inteligent cu sistem de operare iOS sau Android
Mod de control: USB disk, WIFI, cablu Ethernet, retea mobild 4G (optional)
Tipul cardului de control LED: NOVA System
Necesar energie: 230V/50 Hz
Consum mediu energie: 310 W/nm
Consum maxim energie: 700 W/nm
Greutate carcasd: 28 kg
Protectie IP: IP43 (nu este rezistent la apd)
- conectabil (mai multe dispozitive pot fi folosite ca un singur ecran); TB3 -

neconectabil
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